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ZONE INFORMATION

ZONE: COMMERCIAL DISTRICT 1 (CL
APPROVED USE: 20200 of. = SERVICE BUSINESS, COMMERCIAL

PROVIDED = 15

CONDITIONS OF APPROVAL

SCALE: I"= B@@':

L APPROVAL IS DEPENDENT UPON, AND LIMITED TO, THE PROPOSALS AND PLANS
CONTAINED IN THE AFPPLICATION DATED NOVEMBER 5, 2012, AS AMENDED
NOVEMBER 29, 2010, AND SUPFPORTING DOCUMENTS AND ORAL REPRESENTATIONS
SUBMITTED AND AFFIRMED BY THE APPLICANT, AND CONDITIONS, IF ANY, IMPOSED
BY THE STAFMF REVIEW COMMITTEE, AND ANY VARIATION FROM SUCH PLANS,
PROPOSALS AND SUPFPORTING DOCUMENTS AND REPRESENTATIONS ARE SUBJECT
TO REVIEW AND APFPROVAL BY THE STAFF REVIEW COMMITTEE OR THE TOWN
FPLANNER IN ACCORDANCE WITH SECTION 814 OF THE LAND USE ORDINANCE.

2. PARKING SFPACES 14 ¢ I5 NEED TO BE CONSTRUCTED WHEN SITE DEMAND WARRANTS
THE CREATION OF THESE SFPACES. PERMEABLE PAVING IS ENCOURAGED FOR THESE
SPACES WHEN THEY ARE BUILT.
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CUNER/AFPFLICANT: THOMAS J. ROSSINI, 182 LYONS POINT RD, RATYMOND, ME.
CUMBERLAND COUNTY REGISTRY OF DEEDS BKL 25906, PG. 260, DATE 4/4/08.

ENGINEER: FINIKKHAM ¢ GREER ClvIL ENGINEERS, PORTLAND, MAINE.

BOUNDARY INFORMATION TAKEN FROM "PLAN OF LAND ON ROCSEVELT TRAIL IN
WINDHAM, MAINE FOR JIM CUMMINGS" BY WATNE T. WOOD & CO, DATED MAY 2210,

TOFPOGRAPHIC INFORMATION BY MAINE SURVEY CONSULTANTS, INC., HARRISON MAINE,
BENCHMARIC: EXISTING BUILDING, TOFP OF CONCRETE FLOOR = 342.85' NAVD &£8.

SITE DOES NOT INCLUDE ANY WETLANDS, STREAMS, PONDS, FLOODPLAINS,
GROUNDWATER AQUIFERS, SIGNIFICANT WILDLIFE HABITATS OR FISHERIES, OR OTHER
IMPORTANT NATURAL FEATURES.

SOILS: BOULDERLY, COURSE, GRAVELY SAND,

ZONE: COMMERCIAL DISTRICT |, Cl
PROPOSED USE: SERVICE BUSINESS, COMMERCIAL

TAX MAP REFERENCE: MAP 21/ LOT 2/ L

TOTAL PARCEL = 21222 sq. feet, @48 acres.

CALL DIG-SAFE PRIOR TO COMMENCING WORK, 1-822-DIG-SAFE.

LOT IS SERVICED BY EXISTING PRIVATE WELL AND EXISTING PRIVATE SEPTIC

SYSTEM.

EXISTING POUER, TELEPHONE AND CABLE ARE OVERHEAD.

ALL CONSTRUCTION AND SITE ALTERATIONS SHALL BE DONE IN ACCORDANCE WITH
THE "MAINE EROSION AND SEDIMENT CONTROL BMPS" PUBLISHED BY THE BUREAU
CF LAND AND WATER QUALITY, MAINE DEPARTMENT OF ENVIRONMENTAL
PROTECTION, LATEST EDITION, MARCH 2023,

APPROVAL 1S5 DEFPENDANT UPON, AND LIMITED TO, THE PROPOSALS AND PLANS
CONTAINED IN THE APPLICATION DATED NOVEMBER 15, 2012 AND SUPPORTING
DOCUMENTS AND ORAL REFPRESENTATIONS SUBMITTED AND AFFIRMED BY THE
APPLICANT, AND CONDITIONS, IF ANY, IMPOSED BY THE STAFF REVIEW COMMITTEE,
AND ANY VARIATION FROM SUCH PLANS, PROPOSALS AND SUPFORTING DOCUMENTS
AND REPRESENTATIONS ARE SUBJECT TO REVIEW AND APPROVAL BY THE STAFF
REVIEW COMMITTEE OR THE TOWN PLANNER IN ACCORDANCE WITH SECTION 8i4 OF
THE LAND USE ORDINANCE.

THE ENTRANCE DRIVE 1S CURRENTLY UNDER CONSTRUCTION AND HAS BEEN
LABELED EXISTING. GRADES AND ALIGNMENT OF THE PARKING AREA ARE TO BE
ADJISTED TO MATCH THE AS CONSTRUCTED DRIVE.

STORMWATER FROM THIS LOT 1S TO BE INFILTRATED IN THE $YSTEM ON THE
ADJACENT LOT. THIS HAS BEEN MEMORIALIZED IN A LETTER AGREEMENT BETWEEN

THE TWO LOT OUNERS.

DRAWINGS INCLUDED IN THIS SUBMITTAL:
CLl  SITE PLAN, GRADING AND EROSION CONTROL.
Cl2 SITE PLAN, LATYOUT AND LANDSCAPE

C21 DETAILS

IN LIEU OF CONSTRUCTING A SIDEWALK THE APPLICANT WILL PAY THE TOUN'S IMPACT

FEE.
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PINKHAM & GREER .« .
CIVIL ENGINEERS

THOMAS J. ROSSINI
182 LYONS POINT RD, RAYMOND, ME

28 VANNAH AVE. PORTLAND, ME. 04103

EXPANSION
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EROSION CONTROL NOTES
GENERAL:

e 141 Fii.L SLOFPE
i

TOPSOIL: Al

A

N 1'-2" MIN ef_l:_m,j" P
SUITABLE TOPSOIL SALVAGED FROM SITE OR SCREENED, LOOSE AND i I@\ ﬂﬂﬂﬂﬂﬂ T e
FRIABLE SANDY LOAM OR LOAM AS DEFINED BY THE USDA SOIL _ A GROUND
CONSERVATION SERVICE CLASSIFICATION SYSTEM, FREE FROM . f—2-0" mm-—J(

ADMIXTURE OF SUBSOIL, REFUSE, LARGE STONES, CL.ODS, ROOTS, WEEDS, he
EROSION CONTROL MiX CAN BE MANUFACTURED ON OR OFF THE SITE. IT MUST CONSIST PRIMARILY OF ORGANIC

RHIZOMES OR OTHER UNDESIREABLE FOREIGN MATTER AS DETERMINED -

MATERIAL SEPARATED AT THE POINT OF GENERATION, AND MAY INCLUDE: SHREDDED BARK, STUMP GRINDINGS,
BY THE INSPECTING AUTHORITY. CONTRACTOR SHALL SUBMIT REPORTS COMPOSTED BARK, OR FLUME GRIT AND FRAGMENTED WOOD GENERATED FROM WATER-FLUME LOG HANDLING
CF |LOAM TEST RESULTS PERFORMED BY AN INDEPENDENT TESTING SYSTEMS.
LABORATORY FOR TOPSOIL FROM DIFFERENT SOURCES FPRIOR TO WOOD CHIFS, GROUND CONSTRUCTION DEBRIS, REPROCESSED WOOD PRODUCTS OR BARK CHIFS WILL NOT BE

ACCEPTABLE AS THE ORGANIC COMPONENT OF THE MiX
PLACING. THE COST OF TESTING SHALL BE INCIDENTAL TO THE COST OF EROSION CONTROL. MIX SHALL CONTAIN A WELL-GRADED MIXTURE OF PARTICLE $IZES AND MAY CONTAIN ROCKS

THE DRAUWINGS DERICT THE REQUIRED SOIL EROSION CONTROL L
MEASURES. THE CONTRACTOR 1S RESPONSIBL.E FOR MAINTAINING THE
CONSTRUCTION SITE IN SUCH A MANNER THAT:

L SOIL EROSION 1S KEPT TO A MINIMUM.

2. NO SEDIMENT LEAVES THE CONSTRUCTION SITE PROPER.

3. ALL POSSIBLE MEASURES ARE EMPLOYED TO PREVENT SEDIMENT
FROM ENTERING DRAINAGE COURSES AND WETLANDS EVEN BETOND
THE DETAILS SHOWN ON THIS PLAN IF NECESSARY.

TOPSOIL. TOPSOIL SHALL MEET THE FOLLOUWING SFPECIFICATIONS: LESS THAN 4" IN DIAMETER. N \/‘/\\/ //\/\\/\ \/:/\;\ \/\‘/: \/\T/\/\ \/\\/\ \/\'/:/\ NN \.
ALL EROSION CONTROL MEASURES SHALL BE CONSTRUCTED AND EROSION CONTROL Mix MUST BE FREE OF RERISE, PHYSICAL CONTAMINANTS, AND MATERIAL TOXIC TO PLANT 3;/\‘5\ p ‘I'\‘ﬁ;ﬁ\;\‘éﬁ;ﬁ;?:i;;\/ \‘5\;\;\‘/\\’\;32\‘5;’\;\‘5;’\’\5\5\ SILT FENCE FABRIC
MAINTAINED IN ACCORDANCE WITH THE MAINE EROSION AND SEDIMENT 2. MATERIAL . OMPOBITION SHALL MEET THE FOLLOUNG STANDARDS A §t;—:\;:/::\:\;:f;5\:\;:/\;\‘;:/;:\;:;:»;\;:/ 0 ;:/::\
CONTROL BMPS PUBLISHED BY THE BUREAU OF LAND AND WATER 1 : A IR | A AR
QUALITY, MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, MARCH ~ SAND - 208 IN. TO 22002 IN. DIAMETER (% BY VOLUME) . . . . .. 45 - 5 L R B G B AGOING 215" SCREEN R N T O S e
2003, SILT - 2202 IN. TO @20228 IN. DIAMETER (% BY VOLUME) ... 20 - 42 C. THE ORGANIC PORTION NEEDS TO BE FIBROUS AND ELONGATED. NS R er s s ’\' R SPETATRII | NN ’
CLAY - LESS THAN 020228 IN, DIAMETER (% BY VOLUME)? .... B - 15 D. LARGE PORTIONS OF SILTS, CLATS OR FINE SANDS ARE NOT ACCEFTABLE IN THE MIX //>,7/\ ook ,\_f\/_\(\j_«,&g R A 4,/\ //> WON OC. ON DOUNSTREAM
THE CONTRACTOR 1$ RESPONSIBLE FOR ALL FINES RESULTING FROM E. SOLUBLE SALTS CONTENT SHALL BE LESS THAN 42 IMHHOS/CM N . INA SIDE.
EROSION OR SEDIMENTATION FROM THE SITE TO SURROUNDING ORGANICS (SHALL MEET THE REQUIREMENTS OF MDOT - Pk X ; S

PROFPERTIES, UATERBODIES, OR WETLAND AS A RESULT OF THIS STANDARD SPECIFICATION T.29 PEAT HUMUS) (% BY VOLUME) . I© - 2@ 2. ON SLOPES LESS THAN 5% OR AT THE BOTTOM OF SLOPES 2:1 OR LLESS UP TO 22 FEET LONG, THE BARRIER MUST i

AN

PROJECT. CONFORM TO THE ABOVE DIMENSIONS. ON THE LONGER OR STEEFER SLOPES, THE BARRIER SHOULD BE WIDER TO

NUTRIENTS: ACCOMMODATE THE ADDITIONAL FLOW. ELEVATION
LOAM AND SEED ALL DISTURBED AREAS AS SOON AS POSSIBLE AFTER  CALCIUM (CA) (% SATURATION) ... ...... 60 - 82 3, THE BARRIER MUST AC VATION. IT M CESSARY TO CUT T
DISTURBANCE, BUT NO LONGER THAN 7T DAYS. LOAM AND SEED ANY MAGNESIUM (MG (% SATURATION) ....... 2 - 25 &EA%&E?O: woor:?E ygémfﬁoﬁm\%g’&%ﬁmgfaﬁ;%p BRIDGES %11? mp ENAgLE FINES TC?L ulfAsH LOAM AND SEED
DISTURBED AREA WITHIN 15' OF WETLANDS OR WATERBODEIS WITHIN 48 POTASSIUM () (% SATURATION) ... ..... 21 ~ 30 UNDER THE BARRIER THROUGH THE GRASS BLADES OR FPLANT STEMS.
HOURS OR PRIOR TO AND STORM EVENT. USE WINTER SEED RATES AND PHOSPHORUS (F) (FPOUNDS/ACRE) . .. ... i - 42 , i SILT FENCE
SPECIFICATIONS IF APPROPRIATE. PH et e e e e 62 - 65 e B T B oL BE USED: |

B. BELOW CULVERT OUTLET APRONS i ANCHOR BOTTOM OF

INSFECT SOIL EROSION MEASURES WEEKLY AND AFTER SIGNIFICANT PERMEABILITY (INCHES PER HOUR) . .. .. 3 -2 C. WHERE A PREVIOUS STAND-ALONE EROSION CONTROL MIX APPLICATION HAS FAILED
STORM EVENTS. MAKE ALL NECESSARY REFPAIRS TO BACILITIES AS D. L.f.g& ngpﬁgrﬁ;]_g Rssggg:j PERIMETER SLOFES THAT ARE MORE THAN 5@ FEET FROM TOP TO BOTTOM (LARGE FENCE IN TREirjliH qu;i‘H
SOON AS POSSIBLE, BUT NO LONGER THAN 2 DAYS. CLEAN AND RESET MAXIMUM STONE SIZE (INCHES) .. ....... 3/4 B ARCUND CATCH BASING AND CLOSED STORM DRAN SYSTEME. ﬂ) i EXCAVATED MATERIAL.
SILT FENCES AND STONE CHECK DAMS WHICH ACCUMULATE SEDIMENT > SILT FENCE
AND DEBRIS. SEEDING: 5. THE EROSION CONTROL Mix BARRIERS SHOULD BE INSPECTED REGULARLY AND AFTER EACH LARGE RAINFALL. N4 N/ _ FABRIC

REPAIR ALl DAMAGED SECTIONS OF BERM IMMEDIATELY BY REPLACING OR ADDING ADDITIONAL MATERIAL
FLACED ON THE BERM TO THE DESIRED HEIGHT AND WIDTH.

Vi

USE PERMANENT SEED MIXES AND RATES BETWEEN 5/15 AND 9/32.

PROTECT AND STABILIZE ALL AREAS NOT SCHEDULED FOR EROSION USE TEMPORARY SEED MIXES FOR PERIODS LESS THAN 12 MONTHS. IF USING

PREVENTION OR STABILIZATION BUT THAT SHOW SIGNS OF EROSICN.

. IT MAY BE NECESSARY TO REINFORCE THE BARRIER WITH SILT FENCE OR STONE CHECK DAMS IF THERE ARE SIGNS

"* P
NOTIFY OUNER OF ANY SIGNIFICANT EROSION PROBLEM. PERMANENT SeED Mis ARTER B/ A I ;?z Kg;
APPLY MULCH TO BARE SOILS WITHIN T DATYS OF INITIAL DISTURBANCE PERMANENT SEED: 1. ;EA‘@IEE!‘Q DEPOSITS SHOULD BE REMOVED WHEN THEY REACH APPROXIMATELY ONE-HALF THE MEIGHMT OF THE V
OF SOILS, WITHIN 48 HOURS IF WITHIN 15' OF WETLAND OR WATERBODY, s SECTION OVERLAP JOINTS

MPOT M.@3(a) METHOD NUMBER 3 -3

PRIOR TO ANY RAIN EVENT, OR PRIOR TO ANY WORK SHUTDOUN . REFLACE SECTIONS OF BERM THAT DECOMPOSE, BECOME CLOGGED WITH SEDIMENT OR OTHERUWISE BECCOME

LASTING MORE THAN ONE DAY, TEMPORARY SEED: INEFFECTIVE. THE BARRIER SHOULD BE RESHARPED AS NEEDED. SILT FENCE
A ) 9. EROSION CONTROL Mix BARRIERS CAN BE LEFT IN PLACE AFTER CONSTRUCTION. ANY SEDIMENT DEPOSITS =il TEINVE
TEMPORARILY SEED WITHIN T DAYS ANY AREA WHICH WILL BE LEFT zﬁgg A """"" 6 """""""""" ig“gg thiﬁgﬁE 401 - B4 REMAINING IN PLACE AFTER BARRIER 1 NO LONGER REGQUIRED SHOULD BE SPREAD TO CONFORM TO THE
DISTURBED AND UNWORKED FOR MORE THAN 14 DATS WITH THE LRYEGRASS ...t : e RE EXISTING GRADE AND BE SEEDED AND MULCHED. WOODY VEGETATION CAN BE PLANTED INTO THE BARRIERS, OR
) SUDANGRASS . .. ... .. 4000 | BS/ACRKRE 5/15 - 8/14 THEY CAN BE OVER-SEEDED WITH LEGUMES. IF THE BARRIER NEEDS TO BE REMOVED, IT CAN BE SPREAD OUT 3
TEMPORARY SEED Mix LISTED BELOW. IF AREA IS WITHIN 75' OF A ANNUA 6o CODD LBSIACRE B/5 - 9/l4 INTO THE LANDSCARE NOTE:
WETLAND OR WATERBODY, SEED WITHIN 48 HOURS. PERMANENTLY SEED  #NILAE RYEGRASS ....oononon e L B e - Sy ' CONTRACTORS OPTION TO USE
e ANENT EE T e D A O e O T T WINTER RYE W/ MILCH COvVER) ... 1200 LBS/ACRE  10/0) - 3/3| EROSION CONTROL MIX SEDIMENT BARRIER SEDITIENT BARSIER OR ol T

FENCE FOR SLOPE PROTECTION.
MIX AFTER SEPTEMBER 5.

LIME _AND FERTILIZER:

APPLY GROUND LIMESTONE (EGQUIVALENT TO 52% CALCIUM PLUS MAGNESIUM
OXIDE) AT A RATE OF 2 TONS PER ACRE (138 POUNDS PER 1002 SQUARE
FEET). APPLY FERTILIZER (10-20-20) AT A RATE OF 800 POUNDS PER ACRE
(184 POUNDS PER 1002 SQUARE FEET).

MULCH ALL AREAS SEEDED 50O THAT SOIL 1S NOT VISIBLE THROUGH THE
MULCH REGARDLESS OF THE AFPPLICATION RATE. DURING THE GROWING
SEASON (AFPRIL 15 - SEPT. 22) USE EROSION CONTROL MESH (OR MULCH
AND NETTING) ON:

NOT TO SCALE

@SURFACE DRAINAGE SEDIMENT CONTROL

2.

13,

-THE BASE OF GRASSED WATERWAYS MULCH:

-8LOPES STEEPER THAN I5% P

) STRAW OR HAY (ANCHORED) .. ..... 12 - 22 LBS PROTECTED AREAS

WITHIN 102 ft. OF STREAMS AND WETLANDS
BETWEEN OCT. | AND APRIL 14 USE EROSION CONTROL MESH (OR MuLcH  STRAW OR HAY (ANCHORED) . ... .. 185 - 215 LBS  WINDY AREAS
AND NETTING) O SHREDDED OR CHOPPED ... ...... 185 - 215 LB

-SIDE SLOPES OF GRASSED WATERWAYS UTEPESH .o AS REQUIRED  MODERATE 10 Hiah

- % " . i Exe WR. .

SLOPES STEEFER THAN & EXCELSIOR MAT . ..., AS REQUIRED  STEEP SLOPES TR ! U o STy o WE 23
INSTALL EROSION CONTROL MESH IN ACCORDANCE WITH G SO RNEROUNERSCER— &' COMPACTED AGGREGATE s A e
MANUFACTURERS RECOMMENDATIONS. MESH TO BE EQUAL TO NORTH MULCH _ANCHORIN j%UQQ%’L BASE, MDOT 123.06(a) TYFE A 1 Rl . THICKENED SLAS
AMERICAN GREEN PRODUCT CI2BBN. PEG AND TWINE ... LIGUID ASFPHALT A — 15" COMPACTED AGGREGATE Y e S5 4 CONT.

MULCHNETTING . ... ... .o Woor CELLULOSE FIBER SUBBASE, MDOT 1@326(k) TYPE D St = | & 0003‘:’00‘}00

FOLLOW SILT FENCE MANUFACTURER'S SPECIFICATIONS AND ASPHALT EMULSION . .. ... ... CHEMICAL TACK S COMPACTED SUBGRADE ;%gﬁ ORSENNSET 12" COMPACTED AGGREGATE
RECOMMENDATIONS FOR INSTALLATION OF SILT FENCE. SECURE ENTIRE N N NN NN COMPACTED P NN "\\//.-;O;-Qé BASE, MDOT 1@3.06(a) TYPE A
BOTTOM OF FENCE EITHER BY BURTYING BOTTOM OF FENCE IN A TRENCH RAEN NN\
OR BERMING WITH SOIL OR CHIPPED GRUBBINGS. REFER TO SILT FENCE SUGGESTED SEQUENCE OF CONSTRUCTION TO PARKING AREA o | COTTPACTED SUBGRADE
DETAILS. CONTROL EROSION: GRAVEL PARKING EA

PLACE AND GRADE LOAM IN A REASONABLY UNIFORM MANNER WORK
LIME AND FERTILIZER INTO THE SOIL TO A DEPTH OF 4 INCHES WITH A
DieC, SPRING TOOTH HARROW OR OTHER SUITABLE EGUIPMENT.
CONTINUE TILLAGE UNTIL A REASONABLY UNIFORM SEED BED 18
PREPARED. REMOVE FROM SURFACE ALL STONES LARGER THAN 2" AND
ALL OTHER UNSUITABLE MATERIAL. LIME AND FERTILIZER SHOULD BE
MIXED INTO SOIL PRIOR TO ROLLING EXCEPT IF INCLUDED IN
HYDROSEED MIXTURE. PERMANENT STABLILIZATION OF REVEGETATED
AREAS 1S5 CONSIDERED AS 99% CATCH.

ALL CULVERT OR PIFE OUTFALL PROTECTION MUST BE INSTALLED WITHIN
48 HOURS OF INSTALLING NEW PIFE OR CULVERT.

DITCHES AND CHANNELS DESIGNATED TO BE LINED WITH RIPRAP
AND/OR EROSION CONTROL MESH MUST BE INSTALLED WITHIN 48 HOURS
OF COMPLETING THE GRADING OF THAT SECTION OF DITCH OR CHANNEL.

ALL CATCH BASING, NEW OR EXISTING, THAT MAY RECEIVE RUNOFF FROM
DISTURBED AREAS MUST BE PROTECTED BY INSTALLING AND
MAINTAINING SILT SACKS DURING CONSTRUCTION,

WATER FROM CONSTRUCTION TRENCH DEWATERING OR TEMPORARY
STREAM DIVERSION WILL PASS FIRST THROUGH A FILTER BAG OR
SECONDARY CONTAINMENT STRUCTURE (EG. HAY BALE OR EROSION
CONTROL MiIX LINED POCL) PRIOR TO DISCHARGE. THE DISCHARGE
SITE SHALL BE SELECTED TO AVOID FLOODING, ICING, AND SEDIMENT
DISCHARGES TO A PROTECTED RESOURCE. IN NO CASE SHALL THE
FILTER BAG OR CONTAINMENT STRUCTURE BE LOCATED WITHIN 2@ FEET
OF A PROTECTED NATURAL RESOURCE.

./ FACE OF BUILDING
1172" STONE

LOAM & SEED OR
WoOorHULCH
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/l/\g\',z.\ 9

PR

LINE TRENCH WITH GEOTEXTILE
FABRRIC, AMERICAN ENGINEERING
FABRICS GNI2@, MIRAF! 142N OR
AFPFROVED EQUAL

THIS SEGQUENCE OF CONSTRUCTION 1S A GENERAL GUIDE TO THE
CONTRACTOR. ACTUAL CONSTRUCTION PRACTICES WILL DICTATE
VARIATIONS IN THE ORDER OF MAJOR EVENTS.

INSTALL SURFACE DRAINAGE FLOW PROTECTION.
CLEAR AND GRUB WORK. AREAS. TEMPORARILY SEED AREAS NOT

N

ERRRNERANRNARRANARANACE:

2 - " LAYERS OF HMA MDOT 9.5mm

CONCRETE APRON

TO BE WORKED ON WITHIN 14 DAYS.

. BEGIN EARTHWORK FOR PARKING AREA AND BUILDING FOUNDATION.
. BEGIN BUILDING CONSTRUCTION.
. ROUGH GRADE PARKING AREA AND DRIVEUWAY SIDE SLOPES.

. FINE GRADE PARKING AREA AND DRIVEWAY SIDE SLOPES AND
ROUGH GRADE REMAINDER OF SITE.

. RESEED OR TEMPORARILY SEED ANY AREA WHICH WILL BE LEFT
UNDISTURBED FOR MORE THAN 14 DAYS.

2. COMPLETE FINE GRADING AND PAVING OF WALKS AND PARKING

AREA.

1©. CLEAN DITCHES OF CONSTRUCTION SEDIMENTATION.

I FINE GRADE, LOAM SEED AND FERTILIZE REMAINDER OF SITE.

2. REMOVE TEMPORARY SOIl. EROSION MEASURES.

ML W AW

LSEE PLANTING LIST

’l FOR SPACING

BARKMULCH

REMOVE TOF /3 OF
BURL AP FROM
ROCT BALL (TYP.)

34-4" RiM

{’\4\1 FINISH GRADE

<

TOPSOIL. MiX

SN RS TN S _ 4" TOPSOIL, NO STONES
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[ TREE W/ CREPE PAPER WRAP NOTES, BITUMINOUS SIDEWALK
gt STAKE NOTR: GRASS, ALL DISTURBED AREAS
, o L HMA = HOT MIX ASPHALT.
( % CUT OR REMOVE TOP 1I/3 OF MDOT = MAINE DEPARTMENT OF TRANSPORTATION.
: U
| % BURLAP FROM RooT BALL 2. ALL COURSE THICKNESS AFTER FINAL COMPACTION.
f BARKMULCH
SCHEDULE OF SURFACE FINISHES
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..'.'.:...'._. NOT TO SCALE
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BUILDING EXPANSION
4 CRIMSON DRIVE, WINDHAM, ME
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ZONE INFORMATION

ZONE: COMMERCIAL DISTRICT 1 (CD

APPROVED USE: 22022 of. = SERVICE BUSINESS, COMMERCIAL
20202 of. = RETAIL SALES
SPACE STANDARDS REQUIRED PROPOSED
MINIMUM LOT SIZE NONE 2222 8@, FT
MINIMUM LOT WIDTH |22 FEET 125 FEET
MINIMUM FRONT YARD 49 FEET 153 FEET
MINIMUM FRONT LANDSCAPED BUFFER 20 FEET 20 FEET
SUBJECT MINIMUM REAR ¢ SIDE YARDS & FEET 83 FEET
PARCEL MAXIMUM BUILDING HEIGHT NONE 28 FEET
PARKING REQUIREMENTS: REQUIRED

FETTINGILL
FOND

SERVYICE BUSINESS, COMMERCIAL:
4 SPACES FPER 12202 SF. OF GROSS FLOOR AREA 8 SPACES
RETAIL SALES:
35 PER 1220 SF. CF GROSS FLOOR AREA

1 SPACES

LOCATION PLAN

SCALE: "= bp@'t

CONDITIONS OF APPROVAL

L APPROVAL 1S DEPENDENT UPON, AND LIMITED TO, THE PROPOSALS AND PLANS
CONTAINED IN THE APPLICATION DATED NOVEMBER 15, 2010, AS AMENDED
NOVEMBER 29, 2010, AND SUPPORTING DOCUMENTS AND ORAL REPRESENTATIONS
SUBMITTED AND AFFIRMED BY THE APPLICANT, AND CONDITIONS, IF ANY, IMPOSED
BY THE STAFF REVIEW COMMITTEE, AND ANY VARIATION FROM SUCH PLANS,
PROPOSALS AND SUPPORTING DOCUMENTS AND REPRESENTATIONS ARE SUBJECT
TO REVIEW AND APPROVYAL BY THE STAFF REVIEW COMMITTEE OR THE TOUN
FPLANNER IN ACCORDANCE WITH SECTION 2i4 OF THE LAND USE ORDINANCE.

2. PARKING SPACES 14 ¢ 15 NEED TO BE CONSTRUCTED WHEN SITE DEMAND WARRANTS E% £
THE CREATION OF THESE SPACES. PERMEABLE PAVING 1& ENCOURAGED FOR THESE 38 é? _
SPACES WHEN THEY ARE BUILT. s | /= <
3. F THE APPLICANT PROPOSES TO CHANGE BUILDING ELEVATIONS FROM THOSE §5 4 \
APPROVED, REVISED BUILDING ELEVATIONS SHALL BE SUBMITTED FOR STAFF %,’é . /
REVIEW COMMITTEE APPROVAL PRIOR TO THE 1SSUANCE OF A BUILDING PERMIT. £9 - \
D ~
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GENERAL NOTES

1.

2.

.

2.
3.

.

1.

OUNER/APPLICANT: THOMAS J. ROSSINI, 369 CENTRAL STREET, HOLLISTON, MA.
CUMBERLAND COUNTY REGISTRY OF DEEDS BK 25960, PG. 262, DATE 4/4/28.

ENGINEER: PINKHAM ¢ GREER CONSULTING ENGINEERS, FALMOUTH, MAINE.

BOUNDARY INFORMATION TAKEN FRCOM "FPLAN OF LAND ON ROOSEVELT TRAIL IN
WINDHAM, MAINE FOR JIM CUMMINGS" BY WAYNE T. WOOPD ¢ CO, DATED MAY 2012.

TOPOGRAFHIC INFORMATION BY MAINE SURVEY CONSULTANTS, INC., HARRISON MAINE.
BENCHMARK: EXISTING BUILDING, TOP OF CONCRETE FLOOR = 342.85' NAVD 88.

SITE DOES NOT INCLUDE ANY WETLANDS, STREAMS, PONDS, FLOODPLAINS,
GROUNDUWATER AQUIFERS, SIGNIFICANT WILDLIFE HABITATS OR FISHERIES, OR OTHER
MPORTANT NATURAL FEATURES.

SOILS: BOULDERLY, COURSE, GRAVELY $AND,

ZONE: COMMERCIAL DISTRICT |, CI
PROPOSED USE: SERVICE BUSINESS, COMMERCIAL

TAX MAP REFERENCE: MAP 21/ LOT 2 /1.
TOTAL PARCEL = 21222 sd. feet, 248 acres.
CALL DIG-SAFE PRIOR TO COMMENCING WORK, 1-800-DiG-SAFE.

LOT TO BE SERVICED BY EXISTING PRIVATE WELL AND EXISTING PRIVATE SEFTIC
SYSTEM.

EXISTING POWER, TELEFPHONE AND CABLE ARE OVERHEAD.

ALL CONSTRIUCTION AND SITE ALTERATIONS SHALL BE DONE IN ACCORDANCE WITH
THE "MAINE EROSION AND SEDIMENT CONTROL BMPS" PUBLISHED BY THE BUREAU
CF LAND AND WATER QUALITY, MAINE DEFPARTMENT OF ENVIRONMENTAL
PROTECTION, LATEST EDITION, MARCH 2223.

AFPPROVAL 1S DEPENDANT UPON, AND LIMITED TO, THE PROPOSALS AND PLANS
CONTAINED IN THE AFPPLICATION DATED NOVEMBER 15, 2210 AND SUPPORTING
DOCUMENTS AND ORAL REPRESENTATIONS SUBMITTED AND AFFIRMED BY THE
APPLICANT, AND CONDITIONS, IF ANY, IMPOSED BY THE STAFF REVIEW COMMITTEE,
AND ANY YARIATION FROM SUCH PLANS, PROPOSALS AND SUPPORTING DOCUMENTS
AND REFPRESENTATIONS ARE SUBJECT TO REVIEW AND APPROVAL BY THE STAFF
REVIEW COMMITTEE OR THE TOWN PLANNER IN ACCORDANCE WITH SECTION 814 OF
THE LAND USE ORDINANCE.

THE ENTRANCE DRIVE S CURRENTLY UNDER CONSTRUCTION AND HAS BEEN
LABELED EXISTING. GRADES AND ALIGNMENT OF THE PARKING AREA ARE TO BE
ADJUISTED TO MATCH THE AS CONSTRUCTED DRIVE.

STORMWATER FROM THIS LOT 1S TO BE INFILTRATED IN THE &YSTEM ON THE
ADJACENT LOT. THIS HAS BEEN MEMORIALIZED IN A LETTER AGREEMENT BETWEEN
THE TWO LOT OUNERS. :

DRAWINGS INCLUDED IN THIS SUBMITTAL:
Cll  SITE PLAN, GRADING AND EROSION CONTROL
Cl2 SITE FLAN, LAYOUT AND LANDSCAPE
Cc2l DETAILS
SURVEY BY WATYNE T. WOODS ¢ CO.

EX. GRAVEL PILE
TC BE REMOVED

APPROVED: TOWN OF WINDHAM
DEVELOPMENT REVIEW COMMITTEE

SLOPE FENCE OR
EROSION CONTROL

BERM GRAPHIC SCALE

20 o

( IN FEET )

1 inch = 20 ft

2 h2/13/1d
1 11/23/10

ADDED FINAL REVIEW COMMENTS & CONDITIONS OF APPROVAL
REV'D PER TOWN REVIEW COMMENTS
DESCRIPTION

THOMAS J. ROSSINI
369 CENTRAL STREET, HOLLISTON, MA

BUILDING EXPANSION
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